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Corporate
Information

֥ ҟ

MBIG  Ὣ Ί᷄ Ɑ(IMC) בּ   ֥Ὼ Ἓ  ḁ″ ṍ  ʊ Ӕ  ἆṫὗ ҔҎ Ἓ ꜙ  ḁ  ₒ ♄  Ӧ 
Ἓ ‴ ₒ♅  ḁҎ ὗ   ꜝἶⱭ  Ӥ ә ᷄ḁ.

Client  ḁ  Ԃ  ί  ℮ ᷄  ᾨ  ₐ ṍ  ʊ ỰּבὨӦ ὗ ֥Ὼ Ἓ  ᾕ  ҟῼ ῳ  ֥ ,֚ὣә ԃ ,
֥  Ɫῦ ,U ,֥  • ,  ⁫ Ӯә,Ṷ , Ớ  ἛᾧⱭ Ṵ ֥  Ӕὗ Ề ᵨ  ʊ ▐ὗ ҍᶾ   ʊMBIG  ᵡ  ᷄ḁ.

Ắ  ᾧṭ ♄℮ ὗ   ῳ ℮Ἓ °one -stop service' Ἓ Ӥ  ʊ ▐Ἓ,  ҔҎӦ ○Ἓ  ḻ Ớ  ʊ Ἓҳ Ἓ
ᾧṭ Ἓ  ♄ Ὣ῁ὣֱ Client  Ὥ   ′ Ӏ ּב ә  ʊ ▐ MBIG ᷄ḁ.
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Registration and
Certification

ṴἜ ῳ 
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Organization  ԂⱠ

⅍   ῄ  ὣ  ῦỦⱢ   Ḇὣә ᷄ḁ.

CEO

MMS Dept.
Management 
Support Dept.

Video ProductionDesign

MTS Dept.MCM Dept.

LightAudioVisual Exhibition Broadcast

5



Business Area ▐  ₒ
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International
Conference

•Ɑ ₐῄ

Conference
Management
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Meeting/Event
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Design & Web
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Rental  Item
LED 2.9mm

Curve Range ±10°

-10°-7.5°-5°-2.5°0°2.5°5°7.5°10° Creative application

Cylinder application Round Corner 7



MBIG New Wave LED 2.9mm

Night ModeDay Mode

Indoor and Outdoor Dual Use.

Day mode and night mode can

be switched within 1 second.
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Wave LED 2.9mm

Cabinet Size

Cabinet Size

Cabinet Resolution

Pixel Pitch

Brightness

Weight

Refresh Rate(Hz)

Max./Avg Power

Curve

500 x 1000 mm

500 x 500 mm

168 x  336 / 168 x 168 px

2.9mm

800 nit

10 / 6.5kg

Å3840

480 / 160

90Ċ/ À5Ċ/  0Ċ
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Presentation switcher  «Q8

Input ǐ Up to 48x 4K concurrent inputs through 6 input cards
ǐ Standard, custom and advanced EDID settings
ǐ Custom resolutions: 3840 Á2160@60Hz, 4096Á2160@60Hz, 8192Á1080@60Hz, etc.
ǐ Input source deinterlacing processing on 4 connectors of each input card
ǐ Glnsr qmspac apmnngle
ǐ Status LED indicators provided for easy troubleshooting

Output ǐ Up to 16x 4K concurrent outputs through 4 output cards
ǐ Standard, custom and advanced output timing settings
ǐ Output width up to 8192 pixels, better choice for LED applications
ǐ Status LED indicators provided for easy troubleshooting
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Event Controller «U5

Features ǐ Built -in upgraded software PixelFlow with more user -friendly GUI, shorter learning 
curve

ǐ Timecode generating, receiving and conversion abilities; LTC, MTC and MIDI USB 
timecode formats support

ǐ Simultaneous control over multiple switchers and media servers
ǐ Control over third -party devices via MIDI protocol
ǐ KVM function
ǐ PTZ control
ǐ Compact size
ǐ High anticorrosive aluminum housing, lightweight body design
ǐ Foldable design, with main screen readable and operationable at 45 to 125 È
ǐ 21.5'' Main Touchscreen and 8'' Smart Touchscreen for visualized and convenient 

operations
ǐ Smart Touchscreen for displaying still images, timecode, device health and 

Multiviewer
ǐ 4x encoders and 8x faders, configurable as internal software function buttons or as 

MIDI buttons
ǐ User-programmable LCD indication buttons for names, pages  and more
ǐ Free replacement of button skin and styles
ǐ Unique design for convenient disassembly and easy maintenance
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Seamless switcher  «N9

Input ǐ 1x DP 1.1 (3840Á2160@30Hz)

ǐ 1x DP 1.2. (3840Á2160@60Hz) and loop

ǐ 2x HDMI 1.3 (1920Á1080@60Hz)

ǐ 4x DVI (1920Á1080@60Hz)

ǐ 1x 3G-SDI (1920Á1080@60Hz) and SDI Loop

Output ǐ 1x HDMI PVM/MVR output

ǐ 8x DVI (4x Mosaic outputs 4x backup outputs) OR

ǐ 4x Dual-Link DVI (2x Mosaic outputs 2x backup outputs)

ǐ Note: The N9 supports either 8x single -link DVI or 4x 
dual-link outputs!

ǐ 2x HDMI Aux outputs

ǐ Genlock: Input & Loop
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Desktop console  «C1

Features ǐ Output interface: 1x Ethernet connection for 
J6/N9 remote control

ǐ 1X U-Disk for importing USB files

ǐ 1x USB for firmware upgrades

ǐ 1x HDMI monitor and loop output

ǐ 1x RS 232(input/output)

ǐ Versorgungsspannung : AC-100-240V-50/60HZ

ǐ Power consumption: 50 watts

ǐ Dimensions: 740.11Á563.84Á190.42 mm

ǐ Weight: 32.9 kg

ǐ Operating temperature: 0 ~ 50 È

ǐ Humidity: 0% - 95% RH

13



Speaker

Speaker Type

Usable Bandwidth

Max SPL

Power RMS

Peak Power

Power Supply

Width

Height

Depth

Weight

2-way Active Line array Module

67-20,000 Hz

135 dB

900 W

1800 W

900 W SMPS with Auto -range PSU

720 mm (28.35 in)

320 mm (12.6 in)

520 mm (20.47 in)

28.6 kg (63.00 lbs )

Speaker Type

Frequency Response( -6 dB)

Frequency Response( -10 dB)

Max SPL

Power RMS

Peak Power

Power Supply

Width

Height

Depth

Weight

Active Bassreflex Semi -Horn -Loaded Subwoofer

39 Hz to Cut Freq (X-over Dependent)

35 Hz (HPF)

143 dB

2700 W

5400 W

2700 W SMPS with Auto Range PSU

1300 mm (51.18 in)

520 mm (20.47 in)

800 mm (31.5 in)

103.9 kg (229.06 lbs )
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Speaker

Speaker Type

Frequency Response( -6 dB)

Frequency Response( -10 dB)

Max SPL

Power RMS

Peak Power

Width

Height

Depth

Weight

2-way Active Speaker

74 -20,000 Hz

88 -19,200 Hz

132 dB

900 W

1800 W

195 mm (7.68 in)

956 mm (37.64 in)

271 mm (10.67 in)

18.2 kg (40 lbs )

Speaker Type

Frequency Response( -10 dB)

Max SPL

Power PRG

Peak Power

Power supply

Width

Height

Depth

Weight

Semi Horn - loaded Active Subwoofer

28-150 Hz

134 dB

1500 W

2000 W

1000 W SMPS with PSU Auto -range

524 mm (20.6 in)

711 mm (28 in)

695 mm (27.4 in)

41.4 kg (91.3 lbs )
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Mixer Console

48ch

16ch

32ch
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ENG Camera / Jimmy jib
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PTZ Camera

Overview ǐ Ideal for a variety of remote video 
applications, including auditoriums, 
university hospitals, corporate 
conference rooms, churches, sporting 
events, trade shows, and concerts.

ǐ 1,120,000 -pixel resolution340 -degree 
pan range

ǐ 120 -degree tilt range

ǐ 0.22 -60 degrees per second pan and tilt 
speeds

ǐ 20x optical autofocus zoom lens
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VMIX(Online broadcast)

Overview A total broadcasting system that 
integrates a switcher, subtitle generator, 
audio mixer, overlay multiview , media 
player, and encoding server.
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Cue light

Overview 16 channels available

USB ports

Slave-Master switch

Sound Volume Control

Output 3.5mm Headset jack

100m (Maximum)
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Digital timer

Overview Easy to use: 

Set Total Time. Set Sum -Up. Star.

Pre-set up to 4 Timing programs
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Light

http://gw.rentalbank.kr/logi3.brd/_13.167.63dc3b/ⱳᶘ.png?thumb=500x4000

http://gw.rentalbank.kr/logi3.brd/_15.175.63dc3b/Ⱡᶜ%20′╛.png?thumb=500x4000

http://gw.rentalbank.kr/logi3.brd/_10.159.63dc3b/ⱳᶘ.png?thumb=500x4000

AURA LED
Moving

Beam spot
330W

LQ- INDIGO
9000XE

28*Red, 29*Green, 28*Blue, 15*White,
15*Amber

2IN1 Fly case packs

19*10W RGBW LED MOVING HEAD 
BEAM+WASH+ZOOM

4IN1 Fly case packs

2IN1 Fly case packs

Elipsoid
FULL COLOR GOBO /  SPOT EFFECT

1IN1 Fly case packs
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Light(etc.)
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Laser effect
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Conference mic.(Digital)
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Simultaneous interpretation system (infrared)

IDESKReceiversRadiatorTransmitter

Headset
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Simultaneous interpretation system (FM)

TransmitterAntenna CombinerGlrcpnpcrcp±q Slgr

Earphone

Receiver
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